Therma-Tru Door Gallery Setup Instructions FPagel

Lite Display Unit - Hardware
Part # MADGLDU10

Tools Included: 4mm, 6mm, and 8mm Allen Wrenches
Tools Required: Phillips Screwdriver and 6ft Ladder

(2) People required for assembly

- M12 x 30mm Sockethead Cap (pre-installed) (20) - M5 x 16mm Sockethead Cap Screws (flat)

©® =

(6) - 5mm Fender Washer

(12) - 1/4-20 x 1" Panhead Machine Screws
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10) - Chri T li
(10) - M5 x 16mm Sockethead Cap Screws (10) - Christmas Tree Clip

©) [

For any questions regarding assembly instructions contact: Downing Retail Display at 330.666.3888 01/10-N
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Optional Lite Display Lighting Kit
Components
Part # MADGLKDSU10

Large Light Small Light
Fixture Fixture
(4) Included () Included
Light Cord
Cover
(1) Included Powder Cord 12" Extension 24" Extension
(1) Included (3) Included (2) Included
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Light Bracket
(6) Included

(8) - M5 x 18mm
Sockethead Cap Screws

For any questions regarding assembly instructions contact: Downing Retail Display at 330.666.3888 01/10-N




Spinner Top Mount

Spinner Top
Cap Frame
Assembly A
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\ Frame
> 50 Pack of
| Literature
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Literature
Pocket

Spinner Bottom
Mount

GRAPH
Header
— | %
Spinner Small Lite %
Graphic Graphic
(4) Included (4) Included
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Lite Display Unit - Components
Part # MADGLDU10

Lite Frame Top
Frame Side Channel Crossbar
Assembly B (2) Included Lite Frame
~ Graphic Channel
. (@) Included

Bottom
Crossbar

Lite Frame
Cross Bar
(2) Included

Lite Sample
Graphic Channel
(10) Included

—

Canopy A \
(2) Included .
Canopy B Long Light Lens Bottom Lite
S (4) Included
~ (1) Included Frame Bar

Short Light Lens
) (2) Included
<

\

\
\
\
\

Lite Sample
Bar Cover

&’

Header Canopy Corner
Large Lite Bracket Bracket
Graphic (2) Included (12) Included Lite Sample \
(10) Included Caps

Top Lite

(12) Included Frame Bar

= M |

For any questions regarding assembly instructions contact: Downing Retail Display at 330.666.3888 01/10-N
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Lite Display Unit with Optional Lighting Kit - Setup

DISpIay Preparation, Part # MADGLDU10 and MADGLKLDU10

Step 1: Select your Preferred Lite Display Unit Layout:

e Decide whether the "Z" Configuration (set-up instructions pages 5-7) or the "U"
Configuration (set-up instructions pages 8-10) would fit best in your showroom
before starting assembly.

Step 2: Select your Preferred Glass Layout:

« The glass layout referenced in the assembly instructions is specific to using
Therma-Tru's seven recommended glass lites, part # MADGLDGS10.

« |f you ordered the lite display unit by itself and are using glass supplied by a
fabricator, please consider the following layout options:

The following lite combinations can be made in Frame A & Frame B:
= (1) 21'wx 15"h lite and (1) 22"w x 35"h or 22"w x 36"h lite
= (2) 21'wx 15"h lites and (1) 22"w x 35"h or 22"w x 36"h lite
= (2) 22'w x 35"h lites or 22"w x 36"h lites
= (2) 8'wx 36"n lites vertically and (1) 22'w x 35"h or 22"w x 36"h lite

The Center Panel holds (2) 22"w x 36"h lites due to the panels swivel
design.

Step 3: Remove Glass Lite Frames:

¢ If you ordered the recommended glass lites, part # MADGLDGS10 with your
lite display unit, the glass already comes without lite frames.

e If you are using glass supplied by a fabricator, please follow the steps below on
how to remove the glass lite frames before installing them into the display unit:

1. Spray the included glass cleaner along all sides of the glass lite frame and
promptly pull off the frame from the top and bottom corners.

2. Wipe off excess glass cleaner from glass lites.

3. Proceed with display assembly.

"Z" Configuration
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Frame

Step 1: Stand frame A up as shown in
Figure 1. Slide bottom cross bar into
place first and tighten using the provided
8mm allen wrench. See Figure 2.

Step 2: Slide top cross bar into position
and tighten using 8mm allen wrench.
Repeat steps 1 and 2 with frame B.

Step 3. Use the 8mm allen wrench to
loosen top lite sample bar. Loosen bolt
1/2 turn to release bar on left. Repeat
for opposite side of bar. See Figure 2.

Step 4: Insert top lite sample into top
channel. While holding lite sample in
place, have a second person move the
bottom lite sample bar up so that it
holds the bottom of the lite sample
securely. Using the allen wrench,
tighten the bolts at each end of the lite
sample cross bar. Be sure they are
fastened tightly before letting go of the
lite sample. See Figure 3.

Step 5: Repeat steps 2-4 for middle lite
sample in frame A and top lite sample
in frame B. See Figure 3.

Step 6: Loosen top lite sample bar for
bottom lite sample in frame A. Slide lite
sample into bottom channel. Tilt top of
lite sample under lite sample bar. Have
a second person lower the lite sample
bar until it holds the top of the lite
sample securely. Use the 8mm allen
wrench to tighten bolts in each of lite
sample bars. See Figure 3.

Step 7: Repeat step 6 for bottom lite
sample in frame B. See Figure 3.

Center Panel Assembly

Step 8: Lay out lite frame channel, top
bar, bottom bar and cross bars as
shown in Figure 5. Securely attach
using included 1" panhead bolts.

Step 9: Insert lite samples into lite
frame side channel. Slide remaining lite
frame channel onto assembly and
attach using 1" panhead bolts. See
Figure 6.

Figure 5

Lite Frame Side Channel

Bottom Lite Frame Bar

Frame
Assembly A

21x15

21x15 —

22 x 36—

Lite Display Unit with Optional Lighting Kit
Setup for "Z" Shape

Part # MADGLDU10 and MADGLKLDU10

Figure 3

Top Lite Frame Bar
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Lite Display Unit with Optional Lighting Kit
Setup for "Z" Shape Flgure 9

Part # MADGLDU10 and MADGLKLDU10

AN

Figure 10

Canopies

Step 14: Remove protective liner from
all canopy panels. Fold edges up until
they meet each other. See Figures 9
and 10.

ANN

\

Step 15: Remove tape liner from both
. pieces of tape on a canopy corner
Lite Frame Assembly bracket. Secure corner bracket to the

inside of canopy B being sure the
Spinner edges meet smoothly. See Figure 11.
Top Repeat with remaining corners.

Figure 8 Mount Canopy
Step 12: Attach lite sample graphic Step 16: Repeat step 15 for (2) canopy Corner
%' channels to cross bars using (2) M5 x A panels. Bracket

Bracket

16mm flat head bolts per channel. Each Light Plug

lite sample will have (1) channel on

each side. Insert matching large lite Step 17: Route light plug through hole

sample graphics. See Figure 11. in canopy A and place on top of frame Canopy A
assembly as shown in Figure 11. While

one person holds canopy in position,

have a second person attach canopies

to top of frame using light brackets and

(2) M5 x 16mm socket head cap bolts

with (2) M5 fender washers per section.

See Figure 11.
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